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1 
The invention relates to a traveling equipment 
for babies. 
An object of the prescrit invention is to provide 
for babies a traveling equipment collapsible into 
the form of a traveling bag for enabling if to be 
convenientlF carried and for enabling it to con- 
tain a!l the necessary articles for the care of a 
babF and articles of personal use for the mother 
or other attendant and capable of being easilF 
and quicklF converted into a chair, swing, jumper, 
pottF chair or commode, hammock, cradle and 
a carriage by changing and re-arranging with 
relation to a fabric body portion parts of a sup- 
porting framework. 
A further object of the invention is to provide 
an equipment of this character having a sup- 
porting framework removable from the fabric 
body portion and collapsible and foldable com- 
pactly to adapt it to be arranged within and 
carried by the fabric body portion when the latter 
is converted into a traveling bag. 
A further object of the invention is to provide 
a traveling equipment having a fabric body por- 
tion which, when arranged in the form of a 
traveling bag, wfll perform all of the functions 
of an ordinary traveling bag and which will be 
light in weight, convenient in size and shape and 
capable of being manufactured at a low cost with 
a minimum amount of labor and material and 
equipped with individual or separate pockets for 
the reception of various articles necessary for a 
baby's care as well as various other articles of 
personal and other use of a child's mother, nurse 
or other attendant. 
A primary object of the invention is to provide 
a traveling bag equipment for babies designed to 
relieve mothers, nurses and others having the 
care of a baby, of the worries and strain incident 
to caring for badies during traveling, excursions, 
picnics and the like and at the saine time afford 
adequate protection for babies. 
Another object of the invention is to provile 
a Ïabric body portion of durable, washable and 
water-repellent material adapted to shed water 
and capable oÏ being readily removed Ïrom and 
replaceable on a metal framework fo provide the 
various forms in which the equipment may be 
used. 
Another object of the invention is to provide 
a fabric body portion adapted to be ruade from a 
single piece of fabric, foldable to provide a large 
number of individual pockets with a minimum 
amount of stitching and fastening devices and 
without tie-strings or separate additional por- 
tions. 

2 
It is also an object of the invention fo provide 
a traveling equipment for babies having means 
for securing a baby in it and provided with an 
integral hood adapted to shelter a baby when the 
 5 equipment is used outdoors and capable of being 
readily collapsed when it is hot desired to use the 
hood. 
With the above and other objects in view, the 
invention consists in the construction and novel 
1o combination and arrangement of parts herein- 
after fully described, illustrated in the accom- 
panying drawings and pointed out in the claires 
hereto appended, if being understood that various 
changes in the form, proportions, and minor 
15 detafls of construction, within the scope of he 
claires, may be resorted fo without departing 
from the spirit or sacriflcing any of the advan- 
rages of the invention. 
In the drawings: 
.20 Figure 1 is a plan view of the blank showing 
the fold lines, the cuis and some of the lines 
stitching; 
Figure 2 is a fragmentary plàn view showing 
the upper portion of the blank folded; 
5 Figure 3 is a longitudinal sectional view on the 
line 3--3 of Figure 2; 
Figure 4 is a fragmentary plan view of the 
upper portion of the blank showing the diagonal 
folds; 
30 Figure 5 is a transverse sectional view on the 
line @m@ of Figure 4; 
Figure 6 is a sectional view taken longitudinally 
of the blank on the line 6--6 of Figure 4; 
Figure i il a fragmentary plan view of the top 
35 portion of the blank illnstrating further folds 
of the saine; 
Figure 8 is a sectional view taken on the line 
8--6 of Figure 7; 
Figure 9 is a plan view shoving the topportion 
40 
of the 51ank completely folded, the upper tabs 
partially folded and the tongues at the lower 
portion of the blank folded upwardly; 
Figure 10 is a transverse sectional view on the 
4 line {0--{} of Figure 9; 
Figure 11 is a sectional view on the line ! 
. of Figure 9; 
Figure 12 is a detail sectional view on the line 
|2--|2 of Figure 9, fllustrating the arrangement 
50 of the Zipper; 
Figure 13 is a fragmentarY plan view of a por- 
tion of the blank shown in Figure 9, the upper 
tab being completely folded; 
Figure 14 is a sectional view on the line 
55 of Figure 13; 



Figure 15 is u plan view similar to Figure 13 
showing the lower tab folded; 
Figure 16 is u sectional view on the line 
of Figure 15; 
Figure 17 is a sectional view on the line 
of Figure 15; 
Figure 18 is a sectional view on the line 18--18 
of Figure 15; 
Figure 19 is a sectionul view on the line 19--19 
of Figure 13; 
Figure 20 is a plan view of the blank, the top 
and the upper and lower flaps being completely 
folded, with the lower portion of the blank folded 
transversely; 
Figure 21 is a fragmentary view of the bottom 
portion of the blunk showing the diagonul folds; 
Figure 22 is u sectionul view on the line 22--22 
of Figure 21; 
Figure 23 is a sectionul view on the line 28--23 
of Figure 21; 
Figure 24 is u plan view of the fabric body 
portion with the supporting frame inserted; 
-Figure 25 is a longitudinul sectional view on the 
line 25--25 of Figure 24; 
Figure 26 is a sectional view on the line 2G--28 
of Figure 24; 
Figure 27 is a sectionul view on the line 2--27 
of Figure 24; 
Figure 28 is u sectional view on the line 
of Figure 24; 
Figure 29 is a fragmentary s,ection on the line 
29--29 of Figure 25 fllustruting the connection 
between the aducent edges of he side wutl sec- 
tions; 
. Figure 30 is a perspective view of the supporting 
frame and ussociated elements; 
Figure 31 is a detuil sectional view illustrating 
the construction of the detuchable casters; 
Figure 32 is u detuil sectional view on the line 
2--2 of Figure 24; 
Figure 33 is u detuil view of a portion of the 
frame showing the keyhole slots; 
Figure 34 is a side elevution showing the equip- 
ment suspended in un uprigh position; 
Figure 35 is a side elevution of the equpment 
in an upright position supported on one end and 
by the leg member thereat; 
Figure 36 is a side elevation of the equipment 
showing the body portion in the horizontul posi- 
tion to ïorma cradIe, bassiner or the like; 
Figure 37 is un end elevation showing the 
equipment arranged fo forma traveling bag. 
The blank I, which may be mude of any suit- 
able water-repellent, wushable ïabric and of any 
desired dimensions to provide a baby carriage 
body or the like of the desired size, is provided 
at opposite sides with cuts or slots 2 extending 
longitudinally und transversely and terminating 
short oï the upproximate center of the blunk to 
divide the blank into upper and lower portions 
and ulso to form ai opposite sdes thereof longi- 
tudinal tabs 3 und transversely disposed strap 
sections . The longitudinal tabs  are folduble 
as hereinuïter fully explained, to form individual 
pockets and the strup sections  provide strups 
which in practice will be equipped with suituble 
fustening devices, such as buckles, snup fasteners 
or the like, ïor confining u baby within the equip- 
ment when the sume is urranged in the several 
forms adapted ïor holding a buby. The inner 
trunsverse portions  of the slots or cuts 2 are 
tapered inwardly und provide for the strap por- 
tions  muterial of sufficient width to enable the 
strup portions to be folded on themselves lon- 
gitudinally to form two plies or thicknesses so 
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that the strap portions will have adequate 
strength for retaining a child in the equipment. 
However, the strap portions may, as fllustrated 
in the drawings, be hemmed at the edges and 
5 may consist of a single pty. 
The upper portion of the blank is folded trans- 
versely approximately midway between the upper 
edge of the blank and the center of the same and 
the sides oï the upper fo!ded portion are folded 
10 diagonally to form approximately triangutar flaps 
 composed oï irmer and outer layers. The tri- 
angular flaps 6, which meet at their lower inner 
angles ai the center of the front of the folded 
top portion or hood , are stitched at the said 
15 irmer angles or corners and provide interiorly and 
exteriorly urrunged pockets. The free marginal 
-portions of the irmer laYers 7 oï the triungular 
flaps  are folded inwurdly prior to the folding of 
the flap  to provide inner supplemental flaps 
20 which are stitched ai 9 from the diagonal fold I{} 
to the outer margin of the triangular flaps . The 
stitching 9 is, of course, effected prior o the 
diagonal folding of the flps .. The supple- 
mental triangular flaps 8 are arrunged ut the 
25 inner face oï the front of the folded top portion of 
the blank. When the inner lower corners of the 
triangular flaps  are secured to the front of the 
ïolded top portion of the blnk, interior 
exterior pockets I I and 12 are formed and the 
30 outer layers of the triangular flaps  hure their 
lower edges 13, formed by the stots 2, urranged 
to afford convenient access to the exterior 
pockets. 
The hood ïorms the front Wall of the fabric 
35 body when the sme is arranged in a horizontal 
position and if Serves us a hood or cover when 
the body is arranged in an upright position. The 
end wall I W.hich is located at the other end oï 
the body provides a seat when the body is 
40 ranged in an upright position and when the body 
is rranged in a horizontal position it extends 
upvurdiy îrom the bottom wall 1 which extends 
the entire length Of the body from the transverse 
fold of the hood fo a transverse fold I of the 
5 lower portion of the blunk. The lower portion 
of the blank is ïotded upwardly along the trans- 
verse fold line I and then diagonally ut opposite 
sides along the ïold-lines I which collapse the 
lower corner portions of the blunk, forming two- 
50 ply flaps 18 which are folded inwardly ai opposite 
sides oï the end wall 14 and arranged at the inner 
face of said wall I. The acent side Wlls 
are ïormed by foldin, g or bending the sides of the 
lower portion of the blank upwardly along the 
55 longitudinal îold lines 2}. This providesside and 
end walls ut the lower portion-of the blank. 
When the fbric body is rrnged in  horizontal 
position and the bottom wull 14 is horizontal, the 
side wall sections !9 are urrungec-approximately 
6] upright and hure their inner :ends-m.runged ad- 
jacent the side portions of the hood. The side 
portions of the hood and:the side wull sections 
constitute the side walls of the fabric body-which 
may be urranged either :in-a horizontal position 
65 or an upright position to:orm.the body portion 
of a baby carriage or a-hmmock, and when the 
body is arranged in an upright position- to form 
a chair or swing, the lower end wall constitutes 
a seat. 
70 The lower portion of the blank is cut to fore 
longitudinal tubs 21 which eXtend above and 
low the fold line I as cleurly illustrated in 
Figure 1 of the druwings: and when the longitudi- 
nal tabs are olded inwardty upon the blank the 
75 recesses provide leg-receiving openings 22. After 
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the longitudinal tabs are folded invardly the 
tongues 23 at the outer side of the leg-receiving 
openings 22 are bent transversely and are secured 
at 23 fo the inner upper corners of the triangular 
flaps ! 8 and the upper edges of the side wall sec- 
tions 9 are ïolded inwardiy at 24, defming the 
height oî said side wall sections. The ïolding 
of. the lower portion of the blank fo ïorm the 
two-ply flaps I S locates the attached portion 23  
at the longitudinal tab 2  at the inner upper cor- 
ner of the triangular flap S. This permits the 
tongues 2S fo be secured at 23 fo the inner upper 
coïners of the triangular flaps S. The inwardiy 
bent or olded portions 25 extend fo the central 
portion of the fabric body at the top thereoï and 
are detchably connected by a Zipper ïastener 
2S or other suitable îastening means. When the 
Zipper is elosed the inwardly extending portions 
2 ïomn a closed top for the ïabrie body when 
the.latter is aïran,ed in a horizontal position and 
whm the ïabrio body is arranged in an upright 
position they constitute the front wall with the 
leg-receiving openings 22 at opposite sides of the 
bottom thereof. When the Zipper is unfastened 
and the body is in the horizontal position the top 
inwardiy extending Zipper-connected portions 
may be dropped over the sides of the ïabrie body 
and the straps  may be used for retaining the 
baby in the ïabrie body when the saine is either 
in a horizontal or an upright position and the 
Zipper is unïastened. Also the Zipper-connected 
portions may be arranged within the ïabrie body 
ai either side of the baby. 
VShen the ïabrie body is arranged in an tp- 
right position the end wall 4 is in a horizontal 
position and constitutes a seat and the two-ply 
triangular flaps are arranged upon the upper face 
of the seat and diapers or other soït material 
rnay be placed between khe ïolds of the two-ply 
flaps S or under the saine or over the saine, fo 
afford a soî seat for a baby. The ïorm of the 
seat is maintained by a rectangular stiffening 
element 2 (Figs. 25 and 5) which may consist 
of heavy cardboard or any other suitable still 
material upon which the padding formed by the 
flaps S, diapers and the like are placed. 
The tabs S formed by the slots or cuis 2 are 
folded transversely on the fold line 29 and then 
digonally on the fold line 3S, ïorming laterally 
extending terminal portions S which project 
laterally beyond the body portion of the tab 3. 
The folded tabs 3 are then bent or ïolded down- 
wardly on the transverse ïold lines 32 against the 
inner aces of the transverse Zipper-connected 
extensions of the side walls of the ïabrie body. 
The laterally projecting terminal portions 3 are 
stitched by parallel lines of stitching $3 which 
extend from a slot $4 fo provide casings for por- 
tions of the suppm'ting ïramework. The tongues 
.S, which are ïormed by cuis at the lower corners 
of the blank, bave tapered terminal portions 3 
curved ai their inner side edges 3S and the 
tongues are olded on the transverse fold lines 
S fo .arrange the tapered terminal, portions 
against the inner faces of the transverse exten- 
sions of the side walls of the fabrie body and fo 
provide tongues E of two-ply thickness. The 
tapered terminal portions  are foided back on 
the fold lines S and are stitched at the curved 
edges S to form pockets whch are open at one 
enà. The lower tabs   are then ïolded upwardly 
on the transverse ïold lines 9 and are stitched 
at theiï side edges for sdistance ïrom the fold 
lines 39 approximately halï the length of the 
!ower tabs E , ïorming pocke whieh are adapted 

to be closed by the free unstitched portions whlch 
are detachably secured in closed position by snap 
fasteners 4 . 
The ïolded upper tab S is folded along the 
 dional fold line fo form an inner tapered pocket 
42 and the said ïolded. tab 3 is stitched, on the 
fold line 29 to provide a substantially rectangular 
pocket - which is open at the inner side. When 
the lower tab 2! is ïolded upwardiy and stitched 
10 at the side edges at the lower hall, it covers the 
pocket ¢- ïormed by the terminal portion oï the 
 tongue 23 and when the end of the tab 2| is un 
ïastened if affords access fo the Rocker 43  formed 
by the lower stitched, portion of the said tab 2| 
1 and also to thepocket 43. 
The hood is maintained in its distended condi- 
tion and is prevented ïrom collapsing by a curved 
bar 44 extending across the ïront portion oï the 
hood from one side of the saine to the other side 
20 thereoï and arranged in casings 4 ïormed by 
lines 9 of stitching and lines of stitching 4S. ar- 
ranged in spaced relation to and in substantial 
paratlelism with the lines of stitching 9. The 
lines oï stitching  terminate short of the center 
2 of the ïront portion of the hood ,and the curved 
bar ¢4 is exposed centrally oï the front portion 
of the hood interiorly thereof. The casings 4 
are open at their outer ends fo enable the curved 
bar to be readfly introduced into and removed 
s0 from the hood. When the hood is hot required 
for the protection oï a chfld within the equip- 
ment, it may be collapsed without ïemoving the 
curved bar, but the bar may be removed from 
the hood if desired. 
SG VVhen the fabric body is arranged in a hori- 
zontal position to ïorm a crib, baby carriage or 
bassiner, it is supported and heid  distended by 
a nïetal supporting frame composed of bars or 
rnembers which, whi]e shown in the accompany- 
40 ing drawings as constructed of fiat metal strips, 
may ,be ruade of round metal, uncovered or cov- 
eïed by protective material, such as rubber tub- 
ing. !t may also be constructed of any other 
suitabte materiaL The supporting ïrame com- 
45 prises in its construction a substantiaHy oblong 
sectional top portion and legs formed by substan- 
tially U-shaped members. The sectional top 
portion is composed oï simflar U-shaped end 
members  and straight intermediate side 
0 members 3. The U-shaped members  are 
composed of parallel side portions 49 and an in- 
tegral connectin2" end portion 59. The inter- 
mediate cmLuecting members .4S consists of 
straight bars provided at their, outer sides with 
5 spring latches  pivoted at 52 fo enable them 
to be readily swung upward out oï the way Lu 
assembling the parts of the sectional top of the 
suppoïting frarne. The ends of the side portions 
49 are detachably secured fo the intermediate 
60 connecting members st points spaced from the 
ends thereof by detachable screws - or other 
suitable fastening devices which pierce the con- 
necting bars or members and engage threaded 
perforations 4 in the ends oï the side portions 
6 of. the U-shaped members 4. Aïter the inter- 
mediate connecting rnembers are secured to the 
side portions of the U-shaped members 4 by the 
screws S, the parts are ]ocked in rigid align- 
ment by the latches  which consist of strips 
70 of spring metal extending longitudina]ly of the 
connecting members 4 and secured at their 
inner ends to the saine ,by the screws 52 and pro- 
vided at their outer ends with projecting pins  
which extend through perforations S in %he side 
7 portions oï the U-shaped members  and en- 



gage perforations I in the ends of the inter- 
mediate connecting members 48. When the in- 
termediate connecting members are detached the 
U-shaped end members 47 of the top of the 
frame may ho employed for maintaining the end 
portions-of the ïabric body in distended rectan- 
gular formation. This arrangement of the U- 
shaped members in the îabric body is em- 
ployed when the equipment is useE as a swing, 
as hereinafter more fully explained. 
The U-shaped members 58 which form the 
supporting legs of the frame are each con- 
structed of a single piece of moral and consists 
of vertical legs or side portior 59 and 'bottom 
horizontal transverse connecting portions 59. 
The supporting legs are detachably secured fo 
the side portions 4 of the U-shaped members 
g0 by means of attaching bars 6| horizontally 
disposed when in operative position and con- 
nected ai their ouer ends fo the upper ends of 
the legs by pivots 6- and supported ai their in- 
ner ends by inclined braces 63 extending up- 
wardly and inwardiy from the legs ai points 
intermediate the ends thereof and cormected ai 
their upper ends fo the inner ends of th_e attach- 
ing bars 6| by pivoks 64. The lower ends of the 
braces 63 are detachably cormected with the legs 
9 :by means of pins or studs 6. proectin out- 
wardly h'om the legs 9 ai points intermediate 
the ends thereof and engaging slots 66 in the 
lower ends of the inclined braces ... When the 
pins 6 ae disengaged from the sioks 66 oç the 
braces63 the attachin bars 6| and the braces 
63 are aiapted fo be folded compactly against 
the legs 9. 
The attaching bars 6 are provided ai spaced 
points with keyhole slots 61 engageable wiçh 
headed studs or pins 68 proecting ïrom the 
outer faces of the side portions 49 of the U- 
shaped frame members 47. The keyhole slots 
permit the ataching bars fo be fitted over the 
heads of the pins or studs 68 and the narrow 
portions of the keyhole slots permit the attach- 
ing bar 6| fo 'be moved longitudinally into en- 
gagement with the heads of the pins or studs @8. 
The side portions  are provided st their inner 
faces with spring" latches 69 consisting of strips 
of spng steel or other suitable material secured 
ai one end to the side portions. 49 by pivots 1 
and provided ai the other end with proj.ecting 
pins or studs | arranged fo extend through per- 
forations 12 in the side portions 48 and engage 
perforations  in the attaching bars 6. The 
pivoting of the latches permits the same tobe 
swung out of the way in assemb!ing the parts 
and alto:" the parts bave been assembled the 
pins or studs ]| are brouht into register with 
the perforations t and 73 and by engaging the 
saine lock the attaching bars or members 6 
against longitudinal movement and hereby 
maintain the attaching bars or members in rigid 
alignment with the headed fastening devices 68 
of the side portions of the O-shaped members 
The transverse connecting portions 68 of the 
supporting legs are adapted to, be engaged by 
clips - of rollers or casters 1 designed fo be 
arrange d in pairs ai the ends of the supporting 
frame for convertîng the same into a baby car- 
ïiag'e or bassinet. 
The sections or members of the top of the 
supporting frame are arranged in end and side 
casins ]6, ] and .78 and the end casings bave 
central openings 1 and 8 (Fig. 24) fo expose 
the conter portions of theU-shaped membrs § 

of the top of the suppòrting frame. The ar- 
rangement of the ends and sides of-the oblong 
top of the supporting frame in the end and side 
casings I, 77 and 18 securely attached the fabric 
5 body te. the supporting frame and the fabric 
body cannot become detached from the support- 
ing frime without separatin the intermediate 
conneeting bars ïrom the U-shaped members of 
the oblon top of said supporting frame which 
10 extends, alon both aides and both ends of the 
fabric body and enables the fabri body to be 
supported in either a horizontal or upright po- 
sition. 
The J-shaped members 9 are provided ai the 
t5 center of their transverse portions with fiattened 
areas 8| which are adaped to be arranged in 
hook-shaped termina]s 82 of approximately J- 
shaped handles $3 which permit the equipment 
fo be readily suspended from a supporting bar 8 
OE0 or other stationary support for suspending the 
equipment in an upright position fo form a 
swing. Sim_ilar handles may be applied to each 
end of the top of the supporting frame to form 
a hammock when the equipment is arranged in a 
5 horizontal position. The handle 83 is provided 
ai both ifs tm.irm]s with hooks to enable it fo 
be engaged with the central portions of both of 
the U-shaped members 9 when the equipment 
is fo!dedup and arranged in the form of a 
3o traveling bag', as illustrated in Fïgure 37 of the 
drawings. n folding the equipment fo form a 
traveling bag, the intermediate connecting bars, 
the legs 8, the attaching bars 6| and the braces 
63 are removed from the U-shaped end members 
S 7 and the fabric hody is-folded transversely ai 
its center as shown in Fig. 37. The detached 
pieces of the supporting frame are placed within 
the ïolded fabric body and-the hooked ends of 
the U-sIped handle 63 are engaged with the 
0 central reduced portions 8| of the transverse 
portions of the J-shaped end members. This 
will enable the equipment to be readi.ly carried 
in the fore. of a traveling ba. The J-shaped 
handle wfll maintain the traveling bag closed and 
4 will enable the same to be readily opened when 
if is desired to obtain access to the interior of 
the trave!in.g bag. 
As fllustrat.ed in Figure 4, the equ.ipment is 
suspended in an upright position to form a swing, 
0 a chair or the like, and in Figre 36 the equip- 
ment is arranged in a horizontal position fo form 
a cradle, bassiner or baby carriage. When the 
equipment, as illustrated in Fig. 34, is arranged 
as a swing and is in an upright position, if is 
 supported ai the .top by the handle 9 and the 
lower end of the body which forms a seat for the 
chfld is located above the ground or other sur- 
face and the equipment is adapted to swing back 
and îorth. When the equipment is arranged in 
0 a horizontal position to form a cradle, bassiner 
or the like,.as itlustrated in Fi. 36 of the draw- 
in,s, tha fbric body is supported ai ifs ends by 
the-legs 59 an the oblong top of the supporting 
frame rigidlycmmected fo the legs upports the 
C fabric body and maintains, the sides and ends 
tlereof in proper position. ] these figures the 
intermediate portions of the top of the support- 
ig frame are concea!ed within the side casins 
and the end portions of the top of the supporting 
î0 frame are exposed ai the ends of the equipment. 
In Figure 35 the legs ai the upper end of the 
euipment are removed and the equipment is 
su-pported in an upright position by the lower 
end portion of the top of the supporing frame 
75 and also by the legs ai that end of the equip- 
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ment. A suitable weight 8 may be located above 
the outer portions of the lower legs. This may in 
practice be a piece of furniture or any other 
heavy object which will maintain the equip- 
ment firmly in an upright position. When the 
equipment is arranged in an upright position, as 
illustrated in Fig. 35 of the drawings, it is in- 
clined slightly upwardly and rearwardly to 
evate the îront portion of the seat above the 
supporting surface suIficiently fo permit the legs 
of the chi]d to hang from the front of the Seat, 
or the position of the equipment may be such as 
to permit the feet of the child to test upon the 
floor or other supporting surface. When the 
legs 58 at the lower end of the supporting frame 
are anchored, the oblong top portion of the sup- 
porting fïame and the fabric body will be flrmly 
maintained in an upright position as said lower 
end legs 8 are rigidly connected with the lower 
portions ofthe sides of the oblong top portion 
of the frame. 
When the equipment is used as a hammock the 
legs af both ends of the supporting frame are 
removed and a handle is applied to each end of 
the supporting frame and is suspended by any 
suitable means. 
As illustrated in Figure 29 of the drawings, the 
adjacent edges 86 and  of the side wall seetions 
are connected by suitable stitching 8S and 89 or 
other siutab!e fastening means to take up any 
fullness af the side walls of the îabric body.. The 
edges SS and ST are arranged interiorly of the 
fabric body which presents a smooth exterior. 
The equipment may be arranged in an upright 
position with the legs removed and a pair of 
handles attached to the .upper end of the equip- 
ment. The equipment may then be conveniently 
carried on the back of a person on a hike by 
passing the arms through the pair of handles. 
I claire: ... 
1. A traveling equipment .foi" babies including 
a fabric body having bottom, side and end walls 
and formed from a blank of sheet material, one 
of the end walls being formed by folding the 
blank transversely and diagonally on opposite 
sides providing triangular fiaps composed of 
innm" and outer layers and connected, at the 
inner corners with the end wall providing inte- 
rior!y and exteriorly arranged pockets, the inner 
laym's of the triangular flaps being extended in- 
wardly ai the inner face of the contiguous end 
wall and secured to the saine providing alditional 
pockets. 
2. A traveling equipment for babies including 
a fabric body having bottom, side and end wa]ls 
and formed from a blank of sheet material, one 
of the end walls being fm'med by folding the 
blank transversely and diagonally on opposite 
sides providing triangular flaps composed of 
inner and outer layers.and connected af the 
inner corners with the end wall .providing inte- 
riorly and exteriorly arranged pockets, the inner 
layers of the flaps being secured to said end wall 
and the outer layers of the flaps being cut away 
to provide entrances to the exterior pockets. 
. A traveling equipment for babies including a 
fabric body having bottom, side and end walls 
and formed from a blank of sheet material, one 
of the end wal being formed by folding the 
blank transversely and collapsing the corner por- 
tions of the blank providing two-ply triangular 
flaps arranged upon the innm" face of said end 
wall and forming pockets located between the 
layers of the triangular flaps, the triangu]ar .fiaps 
being secured to said end w.ll and being 
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termediate of the ends of the diagonal folds 
forming retaining rneans for holding articles On 
the end wall when the equiPmen tis arranged in 
an upright position and said-end wall constitutes 
 a seat. 
4. A traveling equipment foi" babies including 
a fabric body having bottom, side and end walls 
and formed from ablank of sheet material, one 
of the end walls being formed by folding the 
10 b]ank transversely . and- collapsing the- corner 
portions ofthe black Providing tw0:p]y trian- 
gular flaps arranged upon the innm. face of said 
end wall and forming pockets located between 
the !ayers of the. triangular flaps, the triangular 
15 flaps being secured to said end wall and being 
free intermediatJe of the ends of the diagonal 
folds forming retaining means foi" holding arti- 
cles on the end wall when the equipment is ar- 
ranged in an upright position and said end wal] 
20 constitutes, a seat, and a substantially rectangu- 
lai" stiffening element arranged on the inner face 
of said end wall and extending between the saine 
and the triangular flaps. 
5. A traveling equipment foi" babies including 
25 a fabric body having bottom, side and end walls 
and formed from ablank of sheet material, one 
of the end walls being formed by folding the 
blank transversely and the folded portion folded 
diagonally at opposite.sides to provide triangular 
30 pocket-forming flaps, and a bowed member de- 
tachably connected with the said end wall and 
maintaining the saine in a distended position to 
forma hood. .- 
6. A traveling equipment foi" babies including 
35 a fabric body having bottom, side and end  wal]s 
and formed from a blank of sheet matrial, one 
end wall of the body being formed by folding the 
blank transversely and diagonally fo provide 
pocket-forming flaps, the other end wall of the 
40 body being fm'med by folding the blank trans- 
versely and collapsing the corner portions to form 
triangular flaps af the inner face of the last men- 
tioned end wall, the side walls adjacent the latter 
being provided with flaps extending inwardly 
45 from the side walls of the body and having meet- 
ing edges detachably connected together cen- 
trally of the body, said fiaps extending longi- 
tudinally 0fthe body from the central portion fo 
one end thereof, said body being provided adja- 
50 cent the last mentJioned end wall with leg-re- 
ceiving openings and the end wall thereat being 
provided with a stiffening member fo forma seat, 
and a curved member connected with the other 
end wall and maintaining the saine in a dis- 
55 tended position to provide a hood. 
7. A traveling equipment foi" babies including 
a fabric body having bottom, side and end walls 
 and formed from a blank of sheet material, said 
body being provided at opposite sides with flaps 
60 extending inwardly from the side walls of the 
body and havflg meeting edges provided with 
fastening means for detachably connecting them 
together rmd an upper tab foldable on a trans- 
verse fold line against the inner face of one of 
5 the flaps and folded upon itself on transvm'se 
and diagonal fold lines and secured at the fold 
lines fo provide a transversely disposed tapered 
pocket and a substantially rectangular longi- 
tudinal pockeV. 
70 8. A traveling equipment foi" babies including a 
fabric body having bottom, side and en.d walls 
and formed from a blank of sheet material, said 
body being provided at opposite sides with flaps 
extending inwardly from the side walls of the 
75 )ody and taving meeting edges provided with 
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fastening means for detachably connecting them 
together and an upper :tab £oldabte on a -trans- 
verse ïold line -against the inner face ,of one of 
the flaps and folded upon itself on transverse .and 
diagonal fold lines and secured at the fotd lines 
to provide a transversely diposed tapered pocket 
and a substantially rectangular longitudinal 
pocket, the diagonally .fotded portion being ex- 
tended inwardly beyond-the inner edge of the 
tab and having parallel rows of stitching form- 
ing a casing for the recel3tion of a frame etement. 
9. A traveling equipment for babies including 
a fabric body having bottera, side and end walls 
and formed from a blank of sheet materiat, said 
body being provided at Qpposite sides with flaps 
extending inwardly from the side walts of the 
body and having meeting edges provided vith 
ïastening means for detachably connecting them 
together, upper tabs ïoldable against the inner 
faces of the flaps on transverse and diagonal lines 
to provide tapered and rectangular pockets, iover 
tabs .ïotdable upwardty ,a-t the irmer faces of said 
flaps and secured ai their ,edges fo provide longi- 
tudinal pockek,and'having free ,termina] portions 
adapted to be sec.urd detachably to the body fo 
povide closures for saidPockets. 
10. A travelîng .equipment for babies inciuding 
a fabric body having a bottom, side and end waIls 
and a supporting frame for said body comprising 
a horizontal top portion and end legs, the top 
portion being £omposed of.subsantially U -shaped 
end members and straight intermediate connect- 
ing members detachably secured to the end-ruera- 
bers at opposite sides thereof, the members of the 
top portion being removably attached fo the ïab- 
tic body at he sides and ends thereof, the legs 
and the intermediae members being removable 
to permit the collaping of çhe abric body to 
form a bag. 
ll. A traveting eqtipment f.or babies including 
a fabric body having.a bottom,.side and end walls, 
a supporting frame comprising a substanially 
oblong top portion .connected to çhe sides and 
ends of the bodF, and teg members located at the 
ends of the top portion of -the rame, attaching 
bars disposed tongitudinally of the top portion of 
the frame and pivoted at their outer ends fo the 
upper ends of the teg members, inclined braces 
pivoted to the inner ends of the attaching bars 
and detachab] secured at theiï ]ower ends to the 
leg members and means for detachabty interlock- 
ing the attaching barsto the sides of the top por- 
tion of the supporting frame. 
12. A traveting equipment or babies including 
a fabri.c body having bottom, side and end walls 
and coltapsibte and OEotdable transverse]y and 
approximately centrally thereef to form a bag, 
frame members exending across and secured to 
the fabric body at the ends thereof, and a. sub- 
stantially U-shaped handle having terminal 
means for detachably engaging the frame mem- 
bers fo form a handle for the bag 
13. A traveling equipment for babies including 
a fabric body having bottom, side and end watls, 
one of the end walls being provided with tri- 
angular flaps composed of inner and outer layers 
connected together af heir inner side edges and 
the inner tayers of the triangular flaps being con- 
nected ai their outer side edges with said end wall 
at the outer side edges thereof, said flaps being 
attache.d at îheir inner lower corners to said end 
watl and providing with said end .wll inner and 
outer pockets opening respectiv.ely at the inner 
sides and bottom .of said iangular flaps. 
14, A traveling equipment for babies including 

a fabric body ha'ing bottom, side and end walls, 
one of the end valls being-provided with tri- 
angu.lar fiaps cemposed of irmer and curer layers 
connected together at heir inner side edges and 
5 the inner tayers of the tringular flaps being con- 
neced at their uter side edges with said end 
wall at .the outer side edges thereof, said flaps 
being attached at their inner lower corners to 
said .end wall and providing with said end wall 
10 inner .and oue-r pockets opening respectively at 
the .inner .sides and bottom of said triangular 
flaps, çhe innoE- layers of the triangular laps 
being extended .inwardty t the inner face of the 
contiguous end wall nd secured to the sanîe, 
15 providing additional polets. 
15. A Srawling equipment for babies including 
a ïabric body having botm, side and end walls, 
one of the end walls being provided with tri 
arular flaps .composed of inner and outer laFeïs 
20 cor'ected togeher ai their inner side edges and 
the inner layers of the triangular flaps bein¢ 
connected ai Sheir .outer side edges with said end 
waI1 ai the curer side .eges thereof, said fiaps 
being attached ai çheir inner lower corners o 
25 said end wait and providing with said end wa]l 
inner and outer pockets opening respectively at 
the inner .sides and bottom of said triangular 
flaps and She curer layrs of the flaps being cut 
away af the bottom to provide entrarcCs to the 
30 outer pociçets. 
16. A traveling equipment for babies including 
a fabric body having bottom, side and end walls, 
one of the end walts being provided with two- 
ply triangular flaps arranged upon the inner 
5 face of said end walt and providing pockets 
located between the layers of the triangular fiaps, 
the triangular flaps being secured fo said end 
wall and belng free intermediate theh" ends 
forming retaining means for holdin articles on 
40 the end walt when the equipment is arranged in 
an upright position and said end wall constitutes 
a seat, and a substantiatly rectangutar stiffen- 
ing etement arranged on $he inner face of said 
end wall and extending between the saine and 
4, the triangular flaps. 
17. A traveling equipment for babies includin¢ 
a fabric body having bottom, side and end walls, 
one end wall of the body being provided with 
pocket-forming flaps, the other end wall of the 
5O body being provided at its inner face with tri- 
angular flaps, She side walls being provided ad- 
jacent the last mentioned end wall with flaps 
extending inwardly from said side walls and hav- 
ing detachably connected meeting edges dispesed 
55 centrally of the body and the latter being pro- 
vided adjacent said tast mentioned end wall 
with leg-receiving openings and said last men- 
tioned end wall being provided with a stiffening 
member to form a seat, and a curved member 
60 connected with the other end watl and main- 
taining the saine in a distended position to pro- 
vide a hood. 
18. A traveling equipment for babies including 
a fabric body having bottom, side and end walls, 
C5 said body being provided at opposite sides with 
flaps extending inwardly from said side wa!ls 
 and having neeting edges, fastening means for 
detachably connecting the meeting edges, and 
an upper folded tab arranged at the inner face 
70 of one of the side flaps and secured fo the same 
and providing a transversely disposed tapered 
iocket and a substantially rectangular longitu- 
dinal pocket. 
19. A traveling eiuiiment for babies inctudin¢ 
5 a fabric body having bottom, side and end walls, 
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said body being provided ai opposite sides with 
flaps exçending inwardly ïrom said side walls 
and having meeting side edges, fastening means 
for detachably cmmecting the meeting edges of 
the side flaps together, and an upper ïolded tab 
arranged at the inner face of one of Ne side 
flaps and providing a transversely disposed 
tapered pocket and a substantially rectangular 
longitudinal pocket, and provided with a portion 
extended inwardly beyond the inner edge of the 
tab and having parallel rows of stitching pro- 
viding a casing for the reception of a ïrame 
element. 
20. A traveling equipment ïor babies including 
a ïabric body having bottom, side and end walls, 
said body being provided at opposite sides with 
flaps extendini inwardly from the side walls and 
having meeting side edges, fastening means 
tachably cormecting the meeting side edges to 
gether, upper ïolded tabs arranged at the inner 
ïaces oï the side flaps and providing tapered and 
rectangular pockets, lower ïolded tabs also lo- 
cated at the inner ïaces of said side flaps and 
secured at their edies to provide longitudinal 
pockets and havini ïree terminal portions form- 
ing closures for the last mentioned longitudinal 
pockets. 
21. A travelini equipment ïor babies includini 
a fabric body havini bottom, side and end walls, 
said body beini provided at opposite sides with 
flaps extending inwardly from the side walls and 
having meeting side edges, fastening means de- 
tachably connecting the meeting edges oï the side 
flaps, upper folded tabs arranged against the 
inner faces of the side flaps and providing 
tapered and rectangular pockets, lower folded 
tabs also located at the inner ïaces of said side 
flaps and secured at their edges to provide lon- 
gitudinal pockets and having free terminal por- 
tions fornllni closures for said last mentioned 
longitudinal pockets, said body being provided 
with leg-receiving openings, narrow longitudinal 
tongues located adjacent the leg-receiving open- 
ings and provided with enlarged terminal por- 
tions secured to the body at the inner ïaces of 
the flaps and providing pockets, said tongues 
being attached to the body at their outer ends 
and deflning the contour oï the leg-receivini 
openinis at the outer sides thereof. 
22. A convertible article of travelini equip- 
ment for babies, in the form of a travelini bai 
adapted to contain various separate and in- 
dividual articles ïor personal andother uses and 
to be readily converted into various individual 
forms of supports for the infant, comprising a 
collapsible foldable supporting frame consisting 
of U-shaped sections, the legs of each of which 
sections are pivotally cormected together ad- 
jacent their ends and each section includini a 
base portion, a hollow flexible fabric body car- 
ried by the frame, a substantially t-shaped sup- 
porting member cormected to opposite sideæ of 
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each of the legs of the U-shaped sections of 
the frame adjacent the base portions thereof 
and when in supporting position extending sub- 
stantially ata right angle thereto, substantialiy 
5 U-shaped handle members adapted to be con- 
nected to the base portions of the ïrame sec- 
tions, so that the ïrame with the cover thereon 
and with the supportini members disposed within 
the cover may be ïolded into the ïorm of a 
i0 travelini bai and with the handle members con- 
nected to the base oï each section ïor carrying 
saine, the ïrame sections with the ïabric body 
thereon vhen extended and arranged vertically 
and suspended by one of the said handle mem- 
15 bers connected to a base of aframe section ïorm- 
ing a swing and jumper, also when vertically 
disposed and supported ïorming a chair, and the 
ïrame with the ïabric body thereon when 
ranged in a substantially horizontal plane with 
20 the U-shaped supporting members extending 
downwardly ïrom the frame forming a crib. 
23. The travelini equipment as defined in and 
by claire 10 wherein the fabric body is wholly 
removable ïrom the supportini ïrame. 
25 24. The traveling equipment as deflned in and 
by claire 12 wherein the fabric body is wholly 
removable from the ïrame members. 
25. The convertible article oï traveling equip- 
ment. as deflned in and by claire 22« wherein the 
30 flexible fabric body is wholly removable from 
the frame. 
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